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Product Overview 


The Pico-Link (8 mm) Connectors from Remke are 
designed for the growing trend of miniaturization within 
the industrial sensing device marketplace. They are 
offered in 3 and 4 pole configurations and in both male 
and female types. 


Snap-style and coupler versions provide the connection 
confidence demanded by industry today. 





Typical Applications 

е Automotive assembly 

• Sensors on conveyors 

* Gear tooth sensing 

° Material handling equipment 
e Packaging equipment 


Typical Products Which Use 
Pico-Link Connectors 

e 8 mm tubular proximity sensors 
e Minature photoelectric sensors 
e Flow sensors 

e Minature modular controls 





Cable: 
Cable Diameter: 





Specifications 
Materials: 
Connector: РУС ог РОК 
Contacts: Brass, Gold Plated over Nickel 


Coupling Nut: Brass, Nickel Plated 
0.25 mm? PVC or PUR Jacket 
3/C - .17" nom., 4/C - .18" nom 


Male Straight (Coupler-Type) 


1.49" REF. > 
: 38 тт 
M8X1 THREAD / 


(FIG. A) 






Male Straight (Snap Type) 


1.46" REF. 
w 95 > 






(FIG. C) 


Female Straight (Coupler-Type) 


1.26" ВЕР. > 
: 32 тт 


2 .39" REF. 









Ба 
E š 


M8X1 THREAD 
(FIG. E) 


Female Straight (Snap-Type) 


1.22" REF. 
< 31 mm | 


EB .33" REF. 
Î 8.5mm 





(РІС. С) 


Electrical: 


Voltage Rating: 


Contact Resistance: 


Current Rating: 


Environmental: 


Protection: 


Operating Temp: 


Dimensions 


Male 90 Degree 


Female 90 Degree 


(Coupler-Type) 


Male 90 Degree 
(Snap-Type) 


(Coupler-Type) 


Female 90 Degree 


(Snap-Type) 





06" REF. 


27 mm 


.79" REF. 
20 mm 


10 to 30 VDC 
<5mQ 
4A Max. 


IP65 Snap and Coupler Types 
-25°C to 90°C 














| 1.02" REF. 





M8X1 THREAD 


(FIG. B) 


.98" REF. 
25 mm 


(FIG. D) 


.39" REF. 


M8X1 THREAD 


(FIG. F) 
es 


(FIG. H) 





NUMBER OF POLES 


(Male) 
Contact Rotation 












Wiring Color Code 


MALE PLUGS 


Straight (Coupler-Type) 
(Figure A) 

























3M* 
5M* 


3M 
5M 


PC03E009811 
PC03E016411 


РСОЗЕ009822 
РСОЗЕО16422 


PCO4E009811 
РСО4Е016411 


.PCO4E009822 
 РСОДЕО16422 


(PVO) 



















(PUR) 


Straight (Snap-Type) 
(Figure C) 


















3M* 
5M* 


3M 
5M 


Р503Е009811 
Р503Е016411 


Р503Е009822 
Р503Е016422 


Р504Е009811 
Р504Е016411 


Р504Е009822 
РЅ04Е016422 


(РМС) 

















(РОК) 







90 Degree (Coupler-Type) 
(Figure B) 

























PC04F009811 
PC04F016411 


PC04F009822 
PC04F016422 


3M* 
5M* 


3M 
5M 


PCO3F009811 
PC03F016411 


PC03F009822 
PC03F016422 


(PVO) 


















(PUR) 






90 Degree (Snap-Type) 
(Figure D) 













PS03F009811 
PS03F016411 


PS03F009822 
Р503Ғ016422 





3M* 
5M* 


3M 
5M 


PS04F009811 
PS04F016411 


PS04F009822 
PS04F016422 


(PVO) 




























(PUR) 


* Stocking Items 


(Female) 
Contact Rotation 


Wiring Color Code 


FEMALE PLUGS 
Straight (Coupler-Type) 
(Figure E) 


3M* PC03A009811 
PV 
p 5M* РСОЗА016411 


3M РСО3А009822 
Мы 5М PCO3A016422 


Straight (Snap-Type) 
(Figure G) 


3M* PSO3A009811 
кы 5М* Р5ОЗАО16411 


3M Р503А009822 
EU 5M Р503А016422 


90 Degree (Coupler-Type) 
(Figure F) 


3M* PC03C009811 
WG sar қы PC03C016411 


БЫ 5M РСОЗСО16422 


90 Degree (Snap-Type) 
(Figure H) 


3M* Р503С009811 
5M* PS03C016411 


3M PS03C 009822 
5M PS03C016422 


(РУС) 


(РОК) 





32M РСОЗСО09822 | 


PC04A009811 
PC04A016411 


PC04A009822 
PC04A016422 


PS04A009811 
PS04A016411 


PS04A009822 
PS04A016422 


PC04C009811 
PC04C016411 


PC04C009822 
PC04C016422 


PS04C009811 
PS04C016411 


Р504С009822 
Р504С016422 








Micro-Link Connectors, Cable 
Assemblies and Receptacles for AC 
and DC applications, US and 
Metric sizes 


The Micro-Link product line from Remke offers 
equipment manufacturers, systems engineers and 
maintenance personnel the flexibility, vibration 
resistance and connection configurations 
necessary for the high-tech, high-stress world of 


today's manufacturing environment. 


Offered in PVC, PUR and rubber designs, 
Micro-Link connectors and receptacles are 
perfectly suited for these tough working 
conditions. The need for reliable data flow and 
secure connections in critical sensor applications in 
material handling, automotive and machine tool 
industries has never been greater. 


Micro-Link connectors, cable assemblies and receptacles 
by Remke are designed to fill that need. 


For example, Remke's "ribs", molded into the exterior 
housing of every Micro-Link product increases the user's 
grip-surface, reducing the chance for slip-off's or the 
need for disconnection tools. That reduces maintenance 
and replacement costs. 


Specially constructed "splitters" make for compact wiring 
when connecting multiple cables. 


For heavy duty industrial applications, Micro-Link can be 
supplied with rubber cables and bodies for maximum 
abrasion-resistance and flexibility through a broad 
temperature range. 


Micro-Link plugs meet or exceed UL, CSA, NEMA, SAE, 
IEC and automotive specifications. 





Typical Applications 


e Automotive assembly 


e Sensors on conveyors 
e Robotics 


e Packaging machinery 


Automated machinery 


Material Handling Equipment 


Typical Products Which Use 


Micro-Link Connectors 
® Proximity sensors 


Limit switches 


Photoelectric switches 


Solenoids 


Hall-Effect sensors 








MICRO-LINK STYLE 
CONNECTOR SERIES 


2 = (AC) Dual Key (PVC) 

3 = (DC) Single Key (PVC) 

4 = (AC) Dual Key (PUR) 

5 = (DC) Single Key (PUR) 

6 = (AC) Dual Key (Rubber) 
7 = (DC) Single Key (Rubber) 







































NUMBER OF POLES 


02 = 2 Pole 
03 = 3 Pole 
04 = 4 Pole 
05 =5 Pole 
06 = 6 Pole 















A = Female Straight 
C = Female 90 Degree 
E = Male Straight* 

F = Male 90 Degree* 


4th Digit is .1 x Length 





CONNECTOR STYLE 





0050 J 


ASSEMBLY LENGTH (FT.) 


1st Digit is 100 x Length 
2nd Digit is 10 x Length 
3rd Digit is 1 x Length 


COUPLING OR 
SHELL OPTIONS 


12 Stainless Steel - 


Note: Leave Blank 


Ex: 0005 is 1/2 Ft. for Std. Materials - 


0050 is 5 Ft. 
0500 is 50 Ft. 
5000 is 500 Ft. 





CABLE CODE 


C = #18 AWG Rubber SJOOW (Auto CC) (AC) 
D = #18 AWG Rubber SJOOW (Euro CC) (DC) 
E = #18 AWG PVC (Auto CC) (AC) - 

F = #18 AWG PVC (Euro CO) (DC) 


K = Male/Female (STRT/STRT)* 
L = Male/Female (STRT/90D)* 

M = Male/Female (90D/STRT)* 
N = Male/Female (90D/90D)* 

P = Male Recpt. 1/2" NPT 

R = Male Recpt. 1/4" NPT 

S = Female Recpt. 1/4" NPT+ 

T = Male Recpt. M14 X 1 

+ = Internal Threads 

* = Male Has External Threads 
















G = #22 AWG PVC w/braid (Auto CC) (AC) 


ОН = #22 AWG PVC w/braid (Euro CC) (DC) 


T 2 $22 AWG PVC wo/braid (Auto CC) (AC). 
J = #22 AWG PVC wo/braid (Euro CC) (DC) 
K = #22 AWG PUR (Auto CC) (AC) 

L = #22 AWG PUR (Euro CC) (DC) | 

N = #18/1C PVC (Receptacles Only) 

P = #22/1C PVC (Receptacles Only) | 

AQ = #18 AWG TPE (Auto CC) (AC) 

AR = #16 AWG ТРЕ (euro CO) (D0) 

Note: (Auto CC) applies to dual key devices. 
(Euro CC) applies to single key devices. 








Specifications 

Materials: 
Body: PVC or Nitrile Rubber 
O-Ring: Nitrile Rubber 


Contact Carrier: Zytel ST801 
Contact: Brass, Gold Plated over Nickel 
Coupling Nut: Machined Aluminum, Black Anodized 


Cable: #22 AWG PVC 26 x 436 Stranding, 105?C or 
#18 AWG SJOOW, NBR/PVC Rubber 41 x #34 Stranding, 
90°C, UL Recognized, CSA Certified 


Cable Diameters: #22 AWG PVC wo/braid, 3/C -.18", 4/C -.19", 5/C-.21" 
#22 AWG PVC wi/braid, 3/C-.23", 4/C-.25", 5/C-.26" 
#18 AWG SJOOW, 3/C-.33", 4/C-.36", 5/C-.39" 


Dimensions 
Male Straight 
M12X1 THREAD 
(^ 
57 НЕР. 
14,48 тп 













р 2.02" REF aj 
51,30 mm 


LENGTH 


Female Straight 


M12X1 THREAD 


.57" ВЕР. 
14,48 тт 


---- .85" REF: 
46,99 mm 
LENGTH 


Options: 


e° #22 AWG (PUR) Plug Assemblies without braid 


° #18 AWG (PVO) Plug Assemblies 
e Stainless Steel Couplers 





Electrical: 


Voltage Rating: 300 VAC 

Current Rating: #22 AWG-4A 
#18 AWG-5A 

Contact Resistance: <5mQ 


Environmental: 
Protection: IP68, NEMA 6P 
Operating Temp: 
PVC: -20°C to 105°C 
Rubber: -50°C to 90°C (UL), 
-34°C to 90°C (CSA) 
Certifications: 


Ај Recognized, 


File No. E165657 


ла Certified, 


File No. E165657 


Male 90 Degree 


1.25" REF. —a 
31,75 mm 













.57" REF. 
| 14,48 тт 
1.26" ВЕЕ. \ | 
32,00 mm € 1 / 
| I mx 
THREAD 
LENGTH 





Female 90 Degree 
киш 


1.26" ВЕЕ. | 
32,00 тт 











57" REF. 
14,48 mm 





M12X1 
THREAD 


LENGTH on 


(Female) Contact Rotation 


1-Brown 1-Brown 
2-Not Used 2-White 
Wiring Color Code 3-Blue 3-Blue 
4-Black 4-Black 
5-Gray 


Wire Gauge (AWG) #22 (РУО) #22 (РУС) #22 (PVO) 


Straight Plug 




































2M/6.6 Ft. 303А0066) 304А0066) 305 А0066) 
(non-braided) | 4M/13.1 Ft. 303А0131) 304А0131) 305А0131) 
5M/16.4 Ft. 303А0164) 304A01 64] 305A01 64] 


















2M/6.6 Ft. 303A0066H 304A0066H 305A0066H 
(braided) 4M/13.1 Ft. 303A0131H 304A0131H ЗОБАОТЗІГІ 
5M/16.4 Ft. 303A0164H 304A0164H 305A0164H 





90 Degree Plug 

























~ \ 2M/6 .6 Ft 303С0066) 304С0066) 305С0066) 
(non-braided) 4M/13.1 Ft 303С0131) 304С0131) 305C 0131] 
5M/16.4 Ft. 303С0164) 304С0164) 305С0164) 















2M/6.6 Ft. 303C0066H 304C0066H 305C0066H 
(braided) 4M/13.1 Ft. 303C0131H 304C0131H 305CDT3TIH 
5M/16.4 Ft. 303C0164H 304C01 64H 305C01 64H 


Mating Male Receptacle ЗОЗРООТОР 304P0010P 305P0010P 


Straight Plug 


2М/6.6 Ft. 303Е0066) 304Е0066) 305Е0066) 
(non-braided) 4M/13.1 Ft. 303Е0131) 304Е0131) 305Е0131) 
5M/16.4 Ft. 303Е0164) 304Е0164) 305Е0164) 


2M/6.6 Ft. 303E0066H 304E0066H 305E0066H 


(braided) 4M/13.1 Ft. 303Е0131Н 304Е0131Н ЗОВЕ H 
5M/16.4 Ft. 303E0164H 304E0164H 305E0164H 


90 Degree Plug 
2M/6.6 Ft. 303Ғ0066) 304Ғ0066) 305Ғ0066) 


(non-braided)  4М/13.1 Ек. 303Ғ0131) 304Ғ0131) 305Ғ0131) 
5M/16.4 Ft. 303Ғ0164) 304Ғ0164) 305Ғ0164) 





2M/6.6 Ft. 303F0066H 304F0066H 305F0066H 
(braided) 4M/13.1 Ft. 303F0131H 304F0131H 305F0131H 
5M/16.4 Ft 303F0164H 304F0164H 305F0164H 


Mating Female Receptacle 303500ТОР 30450010Р 305S0010P 






(Female) Contact Rotation 











1-Brown 
2-Not Used 
3-Blue 

4-Black 






Wiring Color Code 


Wire Gauge (AWG) #18 (SJOOW) #18 (SJOOW) #18 (SJOOW) 


FEMALE PLUGS 






















Straight Plug 


























705800660 — 
705А01310 
705401640 - 


704400660 
704А01310 
704401640 


703400660 
703A0131D 
703A0164D 


2M/6.6 Ft. 
(non-braided) 4M/13.1 Ft. 
5M/16.4 Ft. 










90 Degree Plug 
















| 05000660 ^^. 
OD | 
MN 


` 704CO066D | 
704C0131D 
` 704C0164D 


" ЗОАРООТОР - 


2M/6.6 Ft. 703C0066D 
(non-braided) | 4M/13.1 Ft. 7O3L01381D 


5M/16.4 Ft. 703C0164D | 


Mating Male Receptacle | ЗОЗРООТОР ____ 


MALE PLUGS 




















Straight Plug 

















ZOOTE n И 


. 703E0066D - 
703E0131D ` 
703E0164D 


2M/6.6 Ft. 
(non-braided)  4М/13.1 ЕК. 
5M/16.4 Ft. 






90 Degree Plug 2. 11. pu uu s lu 
2M/6.6 Ft. _ 70320060 | 70480060 |р 7050060 
(non-braided) 4M/13.1 Ft. 70011 | ло ЕДИТ ИЕ Ы 

5M/16.4 Ft. _ 703016402 | 70401640 | . 705F01604D o 


Mating Female Receptacle 303S0010P . |. 30480010Р 4 T 
















NUMBER OF POLES 


(Female) Contact Rotation 


1-Brown 
2-Not Used 
Wiring Color Code 3-Blue 


4-Black 


Wire Gauge (AWG) # 22 (PVO) # 22 (PVO) # 22 (PVO) 
Male/Female (Plastic) | 


2M/6.6 Ft. 303К0066) 304К0066) 305К0066) | 
(non-braided) | 4M/13.1 Ft. 303К0131) 304К0131) 305К0131) 
5M/16.4 Ft. 303К0164) 304К0164) 2 305К0164) 


2M/6.6 Ft. 303K0066H 304K0066H 305K0066H 
(braided) 4M/13.1 Ft. 303K0131H 304K0131H 305K0131H 
5M/16.4 Ft. . 303K0164H 304K0164H x 305K0164H 


Wire Gauge (AWG) #18 (SJOOW) #18 (SSJOOW) #18 (SOOW) 


Male/Female (Rubber) 


2M/6.6 Ft. 703K0066D 704K0066D 705K0066D 
(non-braided) | 4M/13.1 Ft. 703K0131D 704K0131D ОВ 
5M/16.4 Ft. 703K0164D 704K0164D 705к01610 





Dimensions 
M12X1 INTERNAL THREAD 


LENGTH 
E M12X1 THREAD 









es 99 FT 
.57" REF. — —Ü —À g 57" REF. 
ДА — Do gm e 
. 2.02" E ња 85" E 
a š 51,30 mm 46.99 mm 
Specifications 
Materials: Electrical: 
Воду: PV Nitrile R Voltage Rating: 300VAC 
т e IRAN Current: #22 AWG-4A 
O-Ring: Nitrile Rubber #18 AWG-5A 
Contact Carrier: Zytel ST801 Contact Resistance: <5mQ 
Contact: Brass, Gold Plated over Nickel Environmental: 
Protection: IP68, NEMA ӨР 


Coupling Nut: Machined Aluminum, Black Anodized Operating Temp: 


Cable: #22 AWG PVC 26 x #36 Stranding, 105°C, or P -20°C to 105°C 
#18 AWG SJOOW NBR/PVC Rubber 41 x #34 Stranding, Rubber: -50°C to 90°C (UL) 
90°C, UL Recognized, CSA Certified -34°C to 90°C (CSA) 
Cable Diameters: #22 AWG PVC wo/braid, 3/C-.18", 4/C-.19", 5/C-.21" Certifications: 
#22 AWG PVC w/braid, 3/C-.22", 4/C-.25", 5/C-.26" A) Recognized, 
#18 AWG SJOOW, 3/C-.33, 4/C-.36, 5/C-.39 з File No. E165657 


Certified, 

File No. E165657 
Options: 502 | 

e #22 AWG (PUR) Cord ` without Braid | . * Stainless Steel Couplers 


m #1 8 AWG (PVC) Cord Sets x | _® 90° Style Male Or Female bodies 













NUMBER OF POLES 


(Male) Contact Rotation 








1-Brown 1-Brown 











2-Not Used 2-White 
Wiring Color Code 3-Blue 3-Blue 
4-Black 4-Black 





5-Gray 


Wire Gauge (AWG) #22 (PVO) #22 (PVO) #22 (PVO) 
1/2” NPT (FIG. A) 303P0010P 304P0010P 305P0010P 


M14 X 1 (FIG. B) 303T0010P .304T0010P ` 305700107______ 


FEMALE 


@ @ 
eo 00O 
® (2 
























(Female ) Contact Rotation 


@ 









1-Brown 1-Brown 
2-Not Used 2-White 
3-Blue 3-Blue 
4-Black 4-Black 
5-Gray 


Wire Gauge (AWG) #22 (PVO) #22 (PVO) #22 (PVO) 
1/4" МРТ (РІС. Р) 303S0010P 304S0010P ЗОБЗБОТОР | 


Back Panel Mount (#18 AWG) (FIG.C) 303W0010N 304W0010N 305W0010N  . 






Wiring Color Code 

























Specifications їс.) Dimensions —— (uc. p 
Materials: 

Insert Material: Zytel ST801 REF. "ЕР E 

O-Ring: Nitrile Rubber E = и 

Contact: Brass, Gold Plated over Nickel ar 11,94 mm 313" 78,45 тт. 

Shell: Machined Aluminum, Black Anodized 7,93 mm 1/2-14 МРТ 7,93 тт MN. 

Lock Nut: Plated Steel (not pictured) | iiia um 

Wire: #22 AWG PVC Insulated 26 x #36 || — E 

Stranding, 80°C 
s EMBEDDED "O" RING EMBEDDED "O" RING 

Electrical: й |- 115 REF. .063" REF. 

Voltage Rating: 300VAC они T 

Current: #22 AWG-4A / #18 AWG-5A IIT Mix THBEAD 

Contact Resistance: <5mQ bs 
Environmental: < АЕР? НО 

Protection: IP68, NEMA 6P THRUST WASHER (НІС, С) ae .330" REF. 

Operating Temp:  -20°C to 80°C | GASKET 085" 4 < ватт 
Certifications: ~ = A Вели |*- 22 min E THREAD | 

ecognized, im 
A File No. F1 6 56 57 d — 
Certified, . WEN —— .— на 
JAY File No. E165657 ^ A | ap ооо яна 
i TRIM WASHER | .063" REF. 
LOCKNUT Deum 


Options 


M12X1 INTERNAL THREAD 
e #18 AWG (PVC) Leads 


• Stainless Steel Shells 








Specifications 
Materials: 
Body: 
O-Ring: 
Contact Carrier: 


Contact: 
Coupling Nut: 
Cable: 


Cable Diameters: 








PVC or Nitrile Rubber 

Nitrile Rubber 

Zytel ST801 

Brass, Gold Plated over Nickel 
Machined Aluminum, Clear Anodized 


#22 AWG PVC 26 x #36 Stranding, 105°C, or 

#18 AWG SJOOW NBR/PVC Rubber 41 x #34 Stranding, 
90°C, UL Recognized, CSA Certified 

#22 AWG PVC wof/braid, 2/C-.17", 3/C-.18", 4/C-.19", 
5/C^21^ БС. 22" 

#22 AWG PVC w/braid, 2/C-.23", 3/C-.23", 4/C-.25", 

5/С- 26" 6/2- 29" 

#18 AWG SJOOW, 2/C-.31”, 3/C-.33”, 4/С-.36", 5/С-.39" 


Dimensions 


Male Straight 


1/2-20 UNF THREAD 






2.02" ВЕР. 
51,30 mm 


LENGTH 


Female Straight 


1/2-20 UNF-2B THREAD 






46,99 mm 
LENGTH 


Options: 
_ *#22 АМ/С (PUR) Plug Assemblies without braid 


_ ®#18 АМ/С (PVC) Plug Assemblies 
. *Stainless Steel Couplers 





Electrical: 
Voltage Rating: 300VAC 
Current: #22 AWG-2 to 5 Pole-4A, 
6 Pole-3A 
#18 AWG-5A 
Contact Resistance: <5mQ 
Environmental: 
Protection: IP68, NEMA 6P 
Operating Temp: 
PVC: -20°C to 105°C 
Rubber: -50°C to 90°C (UL), 
-34°C to 90°C (CSA) 
Certifications: 


Recognized, 

File No. E165657 
Certified, 

File No. E165657 


A 
Ау 


Маје 90 Degree 


1.25" REF. 
31,75 mm 












\ .57" REF. 
` 14,48 mm 
1.26" REF. X 
32,00 mm / 
1/2-20 ОМЕ 
THREAD 
LENGTH 


Female 90 Degree 


1.07" ВЕР. 
27,18 т 






of REF. 
14,48 тт 







1.26" ВЕР. 
32,00 тт 


1/2-20 ОМЕ-28 
THREAD 


LENGTH 








NUMBER OF POLES ч 


(Female) Contact Rotation 


Wiring Color Code 


Wire Guage (AWG) 





2 


@ 

(2) 
1-Вгомуп 
2-Blue 


#22 (PVO) 


2-Red/Black 
3-Red/White 


1-Red/Black 
2-Red/White 
3-Red 


4-Green 


1-Red/White 
2-Red 
3-Green 
4-Red/Yellow 
5-Red/Black 


1-Red/White 
2-Red 
3-Green 
4-Red/Yellow 
5-Red/Black 
6-Red/Blue 





#22 (PVC) #22 (PVC) #22 (PVC) #22 (PVC) 





Straight Plug 
6 Ft/1.8M 


(non-braided) 12 Ft/3.6M 
20 Ft/6.1M 


6 Ft/1.8M 
(braided) 


90 Degree Plug 
6 Ft/1.8M 


(non-braided) 12 Ft/13.6M 
20 Ft/6.1M 


6 Ft/1.8M 
(braided) 


12 Ft/3.6M 
20 Ft/16.1M 


12 Ft/3.6M 
20 Ft/6.1M 


202A0060T 
202A0120T 
202A0200T 


202A0060G 
202A0120G 
202A0200G 


202С0060Т 
202С0120Т 
202002007 


202C0060G 
202C0120G 
202C0200G 


FEMALE PLUGS 


203A0060T 
203A0120T 
203A0200T 


203A0060G 
203A0120G 
203A0200G 


203С0060Т 
203С0120Т 
203С0200Т 


203C0060G 
203C0120G 
203C0200G 


204A0060T 
204А0120Т 
204A02001 


204A0060G 
204A0120G 
204A0200G 


204С0060Т 
204С0120Т 
204C0200T 


204С0060С 
204C0120G 
204C0200G 


MALE PLUGS 


205A0060T 
205A0120T 
205A0200T 


205A0060G 
205A0120G 
205A0200G 


205С0060Т 
205С0120Т 
205С0200Т 


205C0060G | 


205C0120G 
205C0200G 


206A0060T 
206A0120T 
206A0200T 


206A0060G 
206A0120G 
206A0200G 


206С0060Т 
206С0120Т 
206С0200Т 


 206С0060С 
206C0120G 
206C0200G 





Mating Male Receptacle 202P0010P 203P0010P 204РООТОР 205РООТОР 206P0010P 


Straight Plug 


6 Ft/1.8M 
(non-braided) 12 Ft/3.6M 
20 Ft/6.1M 


6 Ғ/1.8М 
12 Ft/3.6M 
20 Ft/6.1M 


90 Degree Plug 


6 Ft/1.8M 
(non-braided) 12 Ft/3.6M 
20 Ft/6.1M 


6 Ft/1.8M 


(braided) 


(braided) 
20 Ft/6.1M 


Mating Female Receptacle 20250010Р 20350010Р | 20450010Р 20550010Р |  20650010Р б” 


12 Ft/3.6M 


202Е0060Т 
202Е0120Т 
202Е0200Т 


202bE0060G 
202E0120G 
202Е0200С 


202F0060T 
202F0120T 
202F0200T 


202Ғ00600 
202F0120G 
202F0200G 


203E0060T 
203E0120T 
203E0200T 


203E0060G 
203E0120G 
203E0200G 


203Ғ0060Т 
203Ғ0120Т 
203Ғ0200Т 


203F0060C 
203F0120G 
203F0200G 


204E0060T . 
204Е0120Т 
204Е0200Т 


204Е00600 
204Е0120С 
204E0200G 


204Ғ0060Т 
204Ғ0120Т 
204Ғ0200Т 


204F0060GC 
204F0120G 
204F0200G 


205Е0060Т 
205Е0120Т 
205Е0200Т 


205E0060G 
205E0120G 
205E0200G 


205F0060T 
205F0120T 
205F0200T 


205F0060G 
205F0120G 
205F0200G 


206E0060T 
206Е0120Т 
206Е0200Т 


206E0060G | 
206Е0120С 
206Е0200С 


206F0060T 
206F0120T 
206F0200T 


206F0060G 
206F0120G 
206F0200G 












(Female) Contact Rotation 


1-Brown 1-Green 1-Red/Black 1-RedANhite 
2-Blue 2-Red/Black 2-RedANhite 2-Red 
3-Red/White 3-Red 3-Green 
4-Green 4-Red/Yellow 
5-Red/Black 


#18 (5ЈООМ) |  418()OOW) . 


Wiring Color Code 


Wire Gauge (AWG) 


Straight Plug 


He ON 





ЕВО | 








FEMALE PLUGS 





































605A0060C 




















6 Ft/1.8M 602A0060C 603A0060C 604A0060C 
(non-braided) 12 Ft/3.6M BOSADIDDC | 603A01 20C | 604A0120C — 605A0120C | 
20 Ft/6.1M .602A0200C  . 603A0200C _ 604А0200С 605A0200C 


90 Degree Plug 









| 605CO060C — 


MC GOC | 
/605CO120C | 


| 603CO060C ^ |  604C0060 
| 604С0120С 


` 602C0060C | 603С00 
603C0120C — 


ООСО 


6 Ft./1.8M 
(non-braided) 12 Ft./3.6M 








20 Ft/6.1M с 6о2со200с | 6озсо200с | 604С0200С |... 605C0200C 
Mating Male Receptacle  202PO010P | |  203PO010P | 204Р0010Р . 205P0010P | 
MALE PLUGS 





Straight Plug 


6 Ft/1.8M _ 602Е0060С БОЗЕОО6ОС | | | 604Е0060С | |  605E0060C 

(non-braided) 12 Ft/3.6M 2 602Ғ0120С ` S603E0I20C. — о | боо 
20 Ft/6.1M  602E0200C 603E0200C 604Е0200С 605Е0200С - 

6 Ft./1.8M 602F0060C 603F0060C 604Ғ0060С | 605Ғ0060С | 

(non-braided) 12 Ft./3.6M | | 602201206 | Ре | 3 і. ОЗГО 40 1 

20 Ғ/6ЛМ 2 602Ғ0200С ` 603Е020ОС | | 60402 | бол 


Mating Female Receptacle |. 20250010Р I^ »pGoI0P ^] OD04SOMOP |. 20550010P ПЕ | | 





NUMBER OF POLES Loa px I смес е 


(Female) Contact Rotation 


Wiring Color Code 


LM. 


6 Ft/1.8M 
12 Ft/3.6M 
20 Ft/6.1M. 


6 Ft/1.8M 
12 Ft/3.6M 
20 Ft/6.1M 


(non-braided) 


(braided) 


а за 


6 Ft/1.8M 
12 Ft/3.6M 
20 Ft/6.1M 


(non-braided) 


57" REF. BRE сгииг 1! |1 | 777 
14,48 mm L. 
e 2.02" rer 
51,30 mm 
Specifications 
Materials: 
Body: PVC or Nitrile Rubber 


Nitrile Rubber 
Zytel ST801 


O-Ring: 
Contact Carrier: 





| | зогкоовот — 
202K0120T 


202K0200T 
202K0060G 


202K0120G ` 
202K0200G | 


| 602 KOO6OC 
-..602K0120C - 


| шш | 


1-Сгееп 
2-Red/Black 
3-Red/White 


| 203K0060T б | 
 203К01207 ` 

 203K0200T | | 

. 203K0060G | — 

.203K0120G. i 

| M 


| 603 K0060C - 
· 603К0120С _ 


| вожозоос | 


Dimensions 


LENGTH 
“s 1/2-20 UNF THREAD 


Contact: Brass, Gold Plated over Nickel 


Coupling Nut: 
Cable: 


Machined Aluminum, Clear Anodized 
#22AWG PVC 26 x #36 Stranding, 105°C, or 


1-Red/Black 


2-Red/White 


3-Red 
4-Green 


E d. 
.204K0120T - 
2204002007 | 


.204K0060G | 
| 204K01206 | | 
_204КО200С - 2 


| 604 K0060C . 
_ 604КО1 2067 
604 KO200C 


1/2-20 UNF-2B INTERNAL - 





1-Red/White 
2-Red 
3-Green 
4-Red/Yellow 
5-Red/Black 


1- Red/White 
2-Red 
3-Green 
4-Red/Yellow 
5-Red/Black 
6-Red/Blue 


- 205K0060T | 22 ын 


_205К0200т | 206К02001 
205 ПА _ 206к0060С 
_205КО1 и ШЕН | | це на 12 





| c | 14, 45 E 
S E 
er 85" E 
46,99 mm 
Electrical: 
Voltage Rating: 300VAC 


/205K0120T | 206К0120! 


Cable Diameters: 


#18 AWG SJOOW NBR/PVC Rubber 41 x #34 Stranding, 
90°C, UL Recognized, CSA Certified 

#22 AWG PVC wo/braid, 2/C-.17", 3/C-.18", 4/C-.19", 
5/C-.21", 6/C-.22" 

#22 AWG PVC wibraid, 2/C-.23", 3/C-.23", 4/C-.25", 
5/C-.26", 6/C-.29" 


#18 AWG SJOOW 2/C-.31", 3/C-.33", 4/C-.36", 5/C-.39" 


Curent: #22 AWG-2 to 5 Pole 
—4A, 6 Pole-3A 
#18 AWG-5A 
Contact Resistance: <5mQ 
Certifications: 
өлі Recognized, 
е File No. E165657 
А Certified, 


File No. E165657 


Т #22 AWG G (PUR) Cord Sets 
| e #18 AWG (PVC) C 


8 Stainless 


um 90 Degree Style N Male 





Steel ТИЕГІ 








ДР 

















за за 


1-Вгомуп 1-Green 1-Red/Black 1-Red/White 1-Red/White 
2-Blue 2-Red/Black 2-Red/White 2-Red 2-Red 






(Male) Contact Rotation 


















Wiring Color Code 3-Red/White 3-Red 3-Green 3-Green 
4-Green 4-Red/Yellow 4-Red/Yellow 
5-Red/Black 5-Red/Black 


6-Red/Blue 


Wire Gauge (AWG) #22 (PVC) #22 (PVC) #22 (PVC) #22 (PVC) #22 (PVC) 
1/2” NPT (FIG. C) - 202P0010P  203P0010P.- 204P0010P 205P0010P 206P0010P 
1/4" NPT (FIG. A) 202R0010P 203R0010P 204R0010P 205R0010P 206R0010P 


FEMALE 


| @) @ OFO) OKO) 
(Female) Contact Rotation © © © 9 


1-Brown 1-Green 1-Red/Black 1-Red/White 1-Red/White 
2-Blue 
6-Red/Blue 


Wire Gauge (AWG) #22 (PVC) #22 (PVC) #22 (PVC) #22 (PVC) 
1/4” NPT (FIG. B) 202500109 | 20350010Р 20450010Р 20550010Р 20650010Р | 


Back Panel Mount (#18 AW | | Ç 
e em E: 202WO0010N | 203WO0010N | 204WO0010N | 205У/0010М 










































Wiring Color Code 2-Red/Black 2-Red/White 2-Red 2-Red 
3-Red/White 3-Red 3-Green 3-Green 
4-Green 4-Red/Yellow 4-Red/Yellow 
5-Red/Black 5-Red/Black 






















өгө e (FIG. A) (FIG. B) 
Specifications 200 < 
. Materials: 304,8 mm — 
Insert Material: Zytel ST801 313" ee 085" Вус сит 
Lock Nut: Plated Steel (not pictured) "Ва 1/4.18 NPT Р М вит 
Contact: Brass, Gold Plated over Nickel EL mb — 
Shell: Machined Aluminum, Clear Anodized —— NE e 
O-Ring: Nitrile Rubber а. > 
Wire: #22 AWG, PVC Insulated 26 x #36 Stranding, 80°C a Я У 
Electrical: T nemm 
Voltage Rating: 300 VAC 1/2-20 UNF THREAD 1/2-20 INTERNAL THREAD 
Current Rating: #22 AWG-2 to 5 Pole—4A, (FIG. C) EE еы 
6 Pole-3A / $18 AWG-5A 1200 Se 
Contact Resistance: <5mQ 304,8 mm | 85" REF. 
Environmental: au 11.94 mm 2 паши | 
Protection: IP68, NEMA 6P 7,93 mm ЕЕ d | i Ші 
Operating Temp: -20°C to 80°C ن د ي‎ 
Certifications: ere 
ға Recognized, File No. E165657 ae EMBEDDED "O" RING T зас 3 om 
š 115 REF. TRIM WASHER 
МА Certified, File No. E165657 2,9 тт LOCKNUT 


1/2-20 UNF THREAD 


e #18 AWG (PVC) Leads 


е Stainless Steel Shells 
(N/A on back panel mount styles) 








Specifications 


Materials: 
Body: Nylon 
O-Ring: Viton 
Contact Carrier: Nylon 


Contact: Brass Alloy, Gold Plated 
Coupling Nut: Brass Alloy, Nickel Plated 
Cable: PVC or (optional PUR) 


3/C - 4.9mm / .190 in. 
4/С - 5.2mm / .200 in. 


Cable Diameters: 


Electrical: 


Voltage Rating: 
Current: 


Contact Resistance: 


Environmental: 
Protection: 
Operating Temp: 


Certifications: 


10 to 30 VDC 
4A per contact 
<5mQ 


IP67 
-20°C to 80°C 


Pending 


Pending 





Dimensions 


(Female) Contact Rotation 


Wiring Color Code 


Wiring Schematic 


1 ни 0 Ft. 
(Female 90°) 3.0M/9.8 Ft. 
5.0M/16.4 Ft. 


1.07" REF. 
27,18 mm 








1-Brown 

2-No connection 
3-Blue 

4-Black 


(PNP-Normally Open) 


| ЗОЗСІРООБОЇМО | 
ЗОЗСІРОО98)МО | 


| ЗОЗСІРОЇ бамо . 








57" REF. 
14.48 mm 


1-Brown 

2-Black 

3-Blue 

4-No connection 


(PNP-Normally Closed) 


лл 


(PNP-Normally Open &Closed) 


EZ NK WZ“ NE NN 
r4 (GRN) (YEL) 





| 303CLPOI “е 0 1 304CLPOl 





Specifications 
Materials: 


Body: Nylon 

Contact Carrier: Nylon 

Contact: Copper Alloy, Gold Plated 
Coupling Nut: Brass with Nickel Plating 

Cable Outlets: PG7 - 4 to 6mm, PG9 - 6 to 8mm 


(FIG. A) 


2.12* REF. 
(54 mm) 





M12X1 THREAD 


NUMBER OF POLES 


Female - Contact Rotation 


Cable Entry 


Female - Straight Type 


(Fig.A) 


Male - Straight Type 
(Fig. B) 


Male - Right Angle Type 


(Fig. D) 





M12X1 THREAD | 


Note: PG7 Cable Range .16” (4mm) to .24" (бтт) 
Note: PG9 Cable Range .24” (4mm) to .31” (8mm) 


| ЗОДАРМИ | 


Dimensions 


1:57 REF: 
(40 тт) 


304AFW9 


| олш 


304FFW9 u  ЗОБЕРМУ7 


1.38" ВЕР. 
(35 тт) 


Electrical: 
Voltage Rating: 


Current Rating: 


Max. Wire Gauge: 


Environmental: 


Protection: 
Operating Temp: 


(FIG. O) 






.77" REF. 
(19,6 mm) 


M12X1 THREAD 


.. 305FFW7 


Td 


1.57" REF. 
(40 mm) 


4 Pole 125 VAC/150VDC 
5 Pole 30VAC/36VDC 

3 amps 

18 Gauge 


IP67 
-40°C to 85°C 


(FIG. D) 


1.61" ВЕЕ. 
(41 тт) 











ЕЕЕ. 
(19,6 тт) 


M12X1 THREAD 


| __ЗОЗАРА7 DIANA | 
7 | ЗОЗОРМИ/ | x WAI | 


OD 
SH 


G7 


3051105 = 


305FFW9 











COUPLING 
| OPTION 






MICRO-LINK STYLE 
Connector Series 

= (AC) Dual Key 
3 = (DC) Single Key 











1 = ЕН ат 
Note: Leave blank - 
for Std. Materials n 







. IN-LINE 
SPLITTER 





























x CABLE CODE 
Бе #18 AWG PVC (Auto CC) 
F = #18 AWG PVC (Euro (O | 
G = #22 AWG PVC w/braid (Auto CO | u ii 
Н = #22 АМУС РУС w/braid (Euro CC) | 
_Т = #22 АМ/С РУС м/о. braid (Auto во. 
= #22 АМУС РУС w/o braid MEUS. Vit 


SPLITTER TYPE 
A = Male (In Body) 
B = Male on Cable 
C = Male & Female 
(In Body) 








NUMBER OF POLES 
03 = 3 Pole 
04 = 4 Pole 
Note: Refers to Male End 







ASSEMBLY LENGTH (FT.) 
1st Digit is 100 x length 
2nd Digit is 10 x length ` 
sd Digit ie tlean 2 
4th Digit is .1 xlength || 
Ex: 0005 is 1⁄2 fe ` 

E о 
ТІЗЕ ІЗ ` 
5000 is 500 ft. ` 











| 


| i А | A Г. | Т À | 














NUMBER OF POLES (4) Dual Key ` (4) Single Key 
Wire Gauge (AWG) 822 (РУС) #18 (PVC) 
















Type "A" Splitter o n o y y с 
Туре "В" 5ріїнег 22172 2048 SBODIOT | | 8 - 804 ЗОНОВОВОГ ____ 
Type "C" Splitter QU л, Юе 
B - inquire for lead time. 
Specifications 
Materials: 
Body: PVC Cable: #22 AWG PVC 26 x #36 Stranding, 105°C, 
O-Ring: Nitrile Rubber UL Recognized, CSA Certified 
oR #18 AWG PVC 41 x #34 Stranding, 105°C, 
Contact Carrier: Zytel ST801 ТЕКЕ 2 
Contact: Brass, Gold Plated over Nickel 


Cable Diameters: #22 AWG PVC w/o braid, 3/C-.18", 4/C-.19" 
#22 AWG PVC w/braid, 3/C-.23" , 4/C-.25" 
#18 AWG PVC, 3/C-.29", 4/C-.29" 


Coupling Nut: Machined Aluminum, Anodized 


Type “A” 







4177. Ена. 
4,50 тт 


ЊЕ 


8! 1.380" 1.500" 
35,05 тт 38,1 тт 






Туре “B” 


<— LENGTH A < — 2.055 |4 LENGTH B 
52,07 mm 





Type “C” 
ыы 2 
250" ; | .177" Dia. 
6,35 mm 4,50 mm 


1.380" 1.500" 
35,05 тт 38,1 тт 
















Closure Caps for Plugs and 
Receptacles with Internal Threads 


Single Key 75-0025 
Dual Key 75-0027 


.650" 
REF. <— 6" REF. 
m 101,6 mm 


_ 16,5 т 






Closure Caps for Plugs and 
Receptacles with External Threads 


Single Key 75-0026 
Dual Key 75-0028 


.360" А 
ج‎ §" REF. 
REF. 
9.14 mm 101,6 mm 





Wire Management Accessories 
Strain Relief Cord Grips 


Available in standard sizes (1/4^ through 3^, Remke Cord Grips are produced in aluminum, nylon, 
steel and stainless steel to provide maximum sealing and support for cord terminations. Custom designs 
are available, including designs with metric threads and other special features. Inquire of your Remke 
Representative or Distributor. 


Choose from hundreds of strain relief and cable support products manufactured by Remke, such as 
Cord Grip, Wide Range Grips and Bus Drop Grips, illustrated below. 


Cord Grips 





Bus Drop Grips 








Product Overview 


The Micro-Port distribution boxes from Remke are 
designed to consolidate and reduce the cabling required 
in control system wiring. These devices eliminate the 
need for junction boxes with their associated cumber- 
some and time consuming hardwiring on equipment. 

A single cable or cable/connector connection is made 
versus up to 8 individual cables going into the control 
system cabinet. I/O connections become quick 

and concise. 





Typical Applications 
e Automotive assembly 
e Robotics 


e Packaging machinery 
• Сопуеуог5 


Material handling equipment 
e Automated machinery 





Specifications Electrical: 
Е Voltage Rating: 10 to 30 VDC 

Materials: Contact Resistance: <5mQ 

Contact Carrier: Nylon Current Rating: 4 amps per Outlet/ 

Contacts: Brass, Gold Plated over Nickel 12 amps per Unit 

O-Ring: Viton Environmental: 

Shell: Brass, Nickel Plated Protection: IP65 

Housing: Nylon Operating Temp: -20°C to +80°C 

Label Materials: Nylon Certifications: 

Pending 
Dimensions 


НЕДЕН 
и [о [0] © o» 


— 4 PORT Unit — 3.23" (82mm) zo Depth: Rc 4 PORT Unit — 3.94" (100mm) —————— 
6 PORT Unit — 3.94" (100mm) .98" (25mm) 6 PORT Unit — 5.00" (127mm) 


8 PORT Unit — 5.00" (127mm) 8 PORT Unit — 5.98" (152mm) 











Depth: 
.98" (25mm) 













—_ |. |. s a 
Description 4 Pole Parallel Wired with 4 Pole Parallel Wired with 4 Pole Parallel Wired with 
Connector Feed Connector Feed Connector Feed 
Catalog Number 3400014 3400020 3400026 


Description 4 Pole Parallel Wired with 4 Pole Parallel Wired with 
Cable Feed Cable Feed 













5M) 3400010 3400016 


( 
Catalog Numb | : | 
atalog Number (10М) 3400012 | _ 3400018 


















Feed Connector 
Pinout (Face View, Male) 








Color Code/Function Color Code/Function p | 
1 = White 1 = White 1 = White 


2 = Green 2 = Green 2 = Green 

3 = Yellow 3 = Yellow 3 = Yellow 

4 = Grey 4 = Grey 4 = Grey 

9 = Blue (-) 5 = Pink 5 = Pink 

11 = Brown (+) 6 = Red 6 = Red 

12 = Green/Yellow (PE) 9 = Blue (-) 7 = Black 
11 = Brown (+) 8 = Violet 
12 = Green/Yellow (PE) 9 = Blue (-) 

10 = Blue (-) 


11 = Brown (+) 
12 = Green/Yellow (PE) 


Consult factory for special configurations. 





4 Outlet Wiring Schematic 6 Outlet Wiring Schematic 
Юй СОРЕ COLOR CODE 
m" /YEL. ۴ GRN./YEL. 
Lg WHT. i: өнү. айй. ВРЗ Ls) 


BRN 


ел Кс MILE 


— 





FEED CONNECTOR 


FEED CONNECTOR 
PIN NUMBER 


PIN NUMBER 


8 Outlet Wiring Schematic 


COLOR CODE 
| | m NEL. 
(-) 


BL. WHT. GRN. MEL. PINK VIOLET _ 


| | 1 8] [1] 2 





РЕЕО СОММЕСТОВ 
PIN NUMBER 








Specifications 
Materials: 
Contact Carrier: | Zytel ST801 
Contacts: Brass, Gold Plated over Nickel 
O-Ring: Nitrile Rubber 
Port Shell: Anodized Aluminum 
Housing: Polyester 


Label Materials: Polyester 


Electrical: 
Voltage Rating: 300 VAC 
Contact Resistance: <5mQ 


Current Rating: 


Environmental: 


5 amps per Outlet/ 
7 amps per Unit 


Protection: IP68, NEMA 6P 
Operating Temp: -50°C to 90°C (UL) 
-34°C to 90°C (cRU) 
Certifications: 


Dimensions 





NUMBER OF POLES 


(Box height for all sizes - 1.37" / 34.80тт) 





A` А Pending 


Description 3 Pole Parallel Wired with 3 Pole Parallel Wired with 3 Pole Parallel Wired with 
Connector Feed Connector Feed Connector Feed 


Catalog Number і | _ 3400040 


|... 340004 . 


ПА А А 


Description 3 Pole Parallel Wired with 3 Pole Parallel Wired with 3 Pole Parallel Wired with 
Cable Feed Cable Feed Cable Feed 


5M) | | | T x 3400043 


( 
talog N 173 
Catalog Number пом) | 3400 
Feed Соппестог 
Pinout (Face View, Male) 


. . Color Code/Function 
1 = White / Common (L1) 
2 = Red / LOAD J1 (L2) 
3 = Green Ground 
4 = Orange / LOAD J2 (L2) 
5 = Black / LOAD J3 (L2) 
6 = Blue / LOAD J4 (L2) 


Consult factory for special configurations. 


Í : Color Code/Function | 


(09400045 


1 2 Orange / LOAD J2 (L2) 

2 = Blue / LOAD J4 (L2) 

3 = Wht./Blk. Tr. / LOAD J5 (L2) 
4 = Black / LOAD J3 (L2) 

5 = White / Common (L1) 

6 = Red/ LOAD J1 (L2) 

7 = Green / Ground 

8 = Red/Blk. Tr. / LOAD J6 (L2) 





А 


1 = Orange / LOAD J2 (L2) 

2 = Blue/ LOAD J4 (L2) 

3  Wht/Blk. Tr. / LOAD J5 (L2) 

4 = Red/Blk. Tr. / LOAD J6 (L2) 

5 = Green/Blk. Tr. / LOAD J7 (L2) 
6 2 Orange/Blk. Tr. / LOAD J8 (L2) 
7 = Red / LOAD J1 (L2) 

8 = Green / Ground 

9 = Black / LOAD J3 (L2) 

10 = White / Common (L1) 





4 Outlet Wiring Schematic 


POS. 1 GROUND 
J1 POS.2LO0AD (L2) 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
J3 POS. 2 LOAD (L2) 


POS. 3 COMMON (L1) 


POS. 1 GROUND 
J1 POS. 2 LOAD (L2) 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
J3 POS. 2 LOAD (L2) 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
J5 POS. 2 LOAD (L2) 
POS. 3 COMMON (L1) 


= 
о 
> 
о 
c 
©з 
= 
<> 


(z1) ir Qv01 


омпон9 


(21) 0701 





POS. 1 GROUND 
POS. 2 LOAD (L2) J2 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
РО5.210А0 (12) | 4 
POS. 3 COMMON (L1) 


6 Outlet Wiring Schematic 


X18/LHM 
1g 


Я 
il 
[| 
ú 


(21) ог амо1 


(21) ЕГ 0701 


(21) КГ 0У01 


ампон9 


(L1) NOWINOO 


(21) сг qvo1 


(271) vr avo1 
(21) 9Г avo1 


Я19/034 


POS. 1 GROUND 
POS. 2 LOAD (L2) 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
POS. 2 LOAD (L2) 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
POS. 2 LOAD (L2) 


POS. 3 COMMON (L1) 


J2 


J4 


J6 


POS. 1 GROUND 
J1 POS. 2 LOAD (L2) 


POS. 3 COMMON (L1) 


POS. 1 GROUND 
J3 POS. 2 LOAD (L2) 


POS. 3 COMMON (L1) 


POS. 1 GROUND 
45 POS. 2 LOAD (L2) 


POS. 3 COMMON (L1) 


POS. 1 GROUND 
J7 POS. 2 LOAD (L2) 


POS. 3 COMMON (L1) 





8 Outlet Wiring Schematic 


[e| X18/Nu9 


(21 4f 001 


B X18/LHM 
fad 
В 
ы 
= 
F 
E 
М 
P 


(21) Sf 001 


41d 


LHM 


(21) ЕГ 0У01 


(21) Ir 001 


ампон9 
(L1) NOWIAOO 
(271) af 01 


940 


nid 


18/044 
418/940 


(21) ?Г 0У01 


(21) 9r qvo1 
(z1) 8r avo1 


POS. 1 GROUND 
POS. 2 LOAD (L2) 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
POS. 2 LOAD (L2) 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
POS. 2 LOAD (L2) 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
PÒS. 2 LOAD (L2) 
POS. 3 COMMON (L1) 


J2 


J4 


46 


48 





Molded, all-rubber Mini-Link Plugs 
and Receptacles for the most 
reliable power and signal flow. 


Split, cracked connectors due to PVC's inherent 
temperature range restrictions or inadequate 
vibration resistance are no longer acceptable for 
your critical power applications. 


Specify Mini-Link, all-rubber plugs, cable 
assemblies and receptacles whenever the 
application calls for flexibility and resistance 

to stress and abuse or harsh environment through 
a broad temperature range. 


Mini-Link's unique Parall-Arc™ contacts are 
nickel coated, then gold plated. The female 
contact incorporates a stainless steel sleeve to 
restrict expansion and prevent mis-insertion. 
Pins and contacts are crimped onto wires with 
eight indentations. 


Consistent with our full-line capability philosophy, 
Mini-Link plugs, cable assemblies and receptacles 
are available in 2 through 12 poles. 


Mini-Link plugs meet or exceed UL, CSA, NEMA, 
SAE, IEC and automotive specifications. 





Typical Applications 


e Sensors On conveyors 


e Automated assembly equipment 
e Packaging equipment 

е Robotics Equipment 

e Buss Systems 

e [ransportation Equipment 


Typical Products On Which 
Mini-Link Connectors Are Used 
e Proximity sensors 

e Limit switches 

e Photoelectric switches 

e Solenoids 

e Foot operated switches 

e Power Tools 

e Cranes, hoists and their controls 


г 









COUPLING 
OPTION. 





















CONNECTOR STYLE. 

A = Female Straight 
B = Male Straight 

_С = Female 90 Degree 
G = MF Ext. (Sraightt/Straight) | 
H = M/F Ext. (Straight/90°) 
P = Male Receptacle 
Q = Female Receptacle 







1 = Stainless Steel - 
Note: Leave blank 
for Std. Materials 








| CABLE CODE E 

A = #16 AWG SOOW | 
С = #18 AWG SJOOW 1, 
M = #16/1C PVC (Receptacles Only) 

N = #18/1C PVC (Receptacles a 
AP = #16 AWG STOW* 

*-2 through 5 pole only . 

















| NUMBER ОБ POLES 

















.06A = 6 Pole (A-Size) 

· 068 = 6 Pole (B- Size) x 
107 +7 Роіе 

| 08 = 8 Pole | 
10 = 10 Pole mu 















ASSEMBLY LENGTH (FT.) 
1st Digit is 100 x length 
2nd Digit is 10 x length 

3rd Digit is 1 x length 
Ath Digit is .1 x length - 





Ex: 0005 is 1/2 ft. 
0050 is 5 ft. 
0500 6508 - 

5000 is 500 ft. 


Note: For custom configurations, please contact 
the factory for pricing and delivery information. 








Female Plug Female Plug 













56" 1.00" 
4,22 тт 25,4 тт 
+ 


152" 
38,61 mm 













1.42" 
36,07 mm 


E 1.92" 
44,77 mm 


CABLE 


LENGTH 


з 


14,22 тт 


1.00" 
25,4 тт 


Male/Female Cordset 


1.00" . 700" 
25,4 тт 17,78 тт 


ты. 






56" 1.00" 


~ тт 25,4 тт 













1.92" са 3 1.92" 
48,77 тт 48,77 тт 


САВІЕ 
LENGTH 





Product Specifications 


Materials: 

Body: Nitrile Rubber 

Contact: Brass, Gold Plated over Nickel 

Sleeve: Stainless Steel 

Coupling Nut: Machined Aluminum, Black Anodized (stainless steel available) 

Cable: #16 AWG NBR/PVC Rubber 65 x #34 stranding 

90° C, UL Recognized SOOW, CSA Certified 

Cable Diameters: 2/С-.37”, 3/C-.39”, 4/C-.A2”. 5/C- 50” ere 53" 
Electrical: 

Voltage Rating: 600 VAC 

Contact Resistance: <5т0 
Certifications: 

“а Recognized, File No. E 165657 

ла Certified, File No. E 165657 
Environmental: 

Protection: IP68, NEMA 6P 

Operating Temp. -50°C to 90°C (UL), -34°C to 90°C (CSA) 









Plugs and Cable Assemblies with #16 "и SOOW-A Cable 


AMP | MME | T 
POLES FACE VIEW WIRING RTG. CABLE MALE/FEMALE 
MALE CODE @ 600V LENGTH STRAIGHT | STRAIGHT | 90 DEGREE ASSEMBLY 


















ES 50710-90. 
5 @ 1-WHITE 
2-BLACK 
Ф 
E 
š: 







































13A 


5071959 





5071290 84 
50748-90 














a 50901-90 | 
2-BLACK 5090290 | 
3-WHITE 2090390 пої 
50974-90 
- 1-ВІ АСК 51107-90. 
© © 2-WHITE _ 51108-90 
© © 3-RED 51109-90 
4-GREEN 51177-90. 
T 22” 51306-90 
O © 51307-90 
OnO ны 51308-90 
© 4-ORANGE x 
5-BLACK 51322-90 
1-WHITE | 
— 2-RED 51601-90 | 
3-GREEN 51602.90 
(59 4-ORANGE 51603-90 
5-ВІАСК 22 51623-90 
6-BLUE 


Product Options: Stainless Steel Hardware can be specified - add "SS" after Catalog Number; to specify 18 AWG Cable, 
add ^-18" after the Catalog Number. For Nylon hardware - add "N" after Catalog Number. 


Consult the factory for custom cord lengths, and a full range of wire management product accessories. 












Product Specifications 


Materials: 
Body: Nitrile Rubber 
Contact: Brass, Gold Plated over Nickel 
Sleeve: Stainless Steel 
Coupling Nut: Machined Aluminum, Black Anodized 
(stainless steel available) 
Cable: #16 AWG NBR/PVC Rubber 65 x #34 stranding 


90? C, UL Recognized SOOW, CSACertified 


Cable Diameters: 6/С-.53", 7/С-.54", 8/С-.60" 


Electrical: 
Voltage Rating: 600 VAC 
Contact Resistance: <5mQ 
Environmental: 
Protection: IP68, NEMA 6P 


Operating Тетр. «BEP C to 90"C (UL), 


-34?C to 90?C (CSA) 


I rW 


1.125" .840" 
28,58 тт 21,34 тт 


90° Female Plus 






| T CABLE 
LENGTH 


Female Plug 







PO" 1:125" 
17,78 mm 28,58 mm 
E. 


CABLE 
LENGTH 


== 





[eo] 


17,78 mm 


1.125" 
28,58 mm 


CABLE 
LENGTH ) 


Male/Female Cordset 






709 1:125" 
417,78 MM 28,58 mm 


Plugs and Cable Assemblies with #16 AWG SOOW-A Cable 


AMP 
POLES | FACE VIEW WIRING RTG. 
CODE @ 600V 


1-WHT.BLK. TR. 
2-BLACK 
3-WHITE 

4-RED 
5-ORANGE 
6-BLUE 
7-GREEN 


1-ORANGE 
2-BLUE 
3-WHT.-BLK. TR. 
4-BLACK 
5-WHITE 

6-RED 

7-GREEN 
8-RED-BLK. TR. 


MALE 
CABLE 
LENGTH STRAIGHT STRAIGHT 90 DEGREE 


FEMALE 
MALE/FEMALE 


ASSEMBLY 


52601-90 
52602-90 
52603-90 
52685-90 


52801-90 
52802-90 
52803-90 
52821-90 


53001-90 
53002-90 
53003-90 
53062-90 


Product Options: Stainless Steel Hardware can be specified - add “SS” after Catalog Number. 
Consult the factory for custom cord lengths, and a full range of wire management product accessories. 








Product Specifications 


Materials: 
Body: Nitrile Rubber 
Contact: Brass, Gold Plated over Nickel 
Sleeve: Stainless Steel 
Coupling Nut: Machined Aluminum, Black Anodized (stainless steel available) 
Cable: #16 AWG NBR/PVC Rubber 65 x #34 stranding 90° C, 


UL Recognized SOOW, CSA Certified 
Cable Diameters: 9/C-.62". TO/C- 63^. 12-67" 









Electrical: 
Voltage Rating: 600 VAC 90? Female Plug | 
Contact Resistance: <5mQ p 
e. ° ° 81” 
Certifications: 20,58 mm 
TAL Recognized, File No. E 165657 31.75 mm 
1 Certified, File No. E 165657 < шан тей 
Епуі ronmental: Male/Female Cordset 
Protection: IP68, NEMA 6P "кош 
Operating Temp. -50°C to 90°C (UL), -34?C to 


90*C (CSA) 





25 9 , 
| * 2: 
ЕЕ САВІЕ 
LENGTH 


Plugs and Cable Assemblies with #16 AWG SOOW-A Cable 


AMP MALE FEMALE 
POLES | FACE VIEW | WIRING RTG. CABLE 
MALE CODE @ 600V LENGTH STRAIGHT STRAIGHT 90 DEGREE 


1-ORANGE 
2-BLUE 
3-RED -BLK. TR. 
A 4-GREEN-BLK. TR 
© O) | 5-WHITE 
29 6-RED 

7-GREEN 
8-WHITE-BLK.TR. 
9-BLACK 


1-ORANGE 
2-BLUE 
3-WHT.-BLK.TR. 
4-RED-BLK TR. 
5-GREEN-BLK. TR. 
6- ORG.-BLK. TR. 
7-RED 
8-GREEN 
9-BLACK 
10-WHITE 


1-ORANGE 
2-BLUE 
3-WHT.-BLK.TR. 
4-RED-BLK TR. 
5-GREEN-BLK. TR. 
6- ORG.-BLK. TR. 
7-BLUE-BLK.TR. 
8-BLK.-WHT.TR. 
9-GREEN 
10-RED 
11-WHITE 
12-BLACK 
















MALE/FEMALE 
ASSEMBLY 






























57001-90 
57002-90 
57003-90 
57043-90 






































57201-90 
57202-90 
57203-90 
57239-90 



































57401-90 
57402-90 
57403-90 
57449-90 








Product Options: Stainless Steel Hardware can be specified - add “SS” after Catalog Number. 
Consult the factory for custom cord lengths and a full range of wire management product accessories. 

























e чо e о 
Product Specifications 90° Receptacle 
12" 

Materials: | 304,8 mm | 

Insert Material: Nitrile Rubber | | 

Contact: Brass, Gold Plated over Nickel x А 

Sleeve: Stainless Steel 49,28 mm 

Shell: Machined Aluminum, Black Anodized 

(stainless steel available) Receptacle 
Wire: #16 AWG/600 Volts 26 x #30 Stranding 1.07" 1.33" 
ими р: 27,18 mm 33,79 mm 
O” Ring: Viton 7/8-16 UNS-2A 48" 

Lock Nut Plated Steel (not pictured) ~ > 
Electrical: | 

Voltage Rating: 600 VAC ES uim 

Contact Resistance: <5mQ — E 

28,70 mm 304,8 mm 
Е VITON "O" RING 

Certification: TRU NES 

TAL Recognized, File No. E 165657 | 

СОЗ Receptacle with Flange 
AA Certified, File No. E 165657 
1.07" 

Environmental: |— 1,250 ат Eia 

Protection: IP68, NEMA 6P — 

Operating Temp. -50°C to 90°C (UL), | E 

-34°C to 90°C (CSA) .860" REF. 1 ° 


Receptacles with 12“ Pigtail Leads 


MALE FEMALE 
POLES FACE VIEW WIRING 
MALE CODE STRAIGHT 90 DEGREE* |FLANGE МТ.“ STRAIGHT | 90 DEGREE* | НАМСЕ МТ: | МТ.“ 


1-МУНІТЕ 

2 ВІ АСК 50705 50706 50799 
50909 50908 50992 
51103 51101 51198 


1-МУНІТЕ 

2-RED 

3-GREEN | } 51311 
4-ОКАМСЕ x 

5-BLACK | 


Product Options: Stainless Steel Hardware can be specified - add “SS” after Catalog Number; to specify 18 AWG Wire add "-18" 
after the Catalog Number. *-Not available in stainless steel. 


Consult the factory for custom wire length and a full range of wire management product accessories. 





Product Specifications 


Materials: 


Insert Material: 
Contact: 
Sleeve: 

Shell: 

Wire: 

“O” Ring: 
Lock Nut: 


Electrical: 


Voltage Rating: 
Contact Resistance: 


Certification: 


Environmental: 


Protection: 
Operating Temp. 


Nitrile Rubber 
Brass, Gold Plated over Nickel 
Stainless Steel 


Machined Aluminum, Black Anodized (stainless steel available) 


#16 AWG/600 Volts 26 x #30 Stranding 
Viton 
Plated Steel (not pictured) 


[^ 1.46" 
37,08 m 
1"-16 UN-2A 

600 VAC ER 


<5mQ 


UL Recognized, File No. E 165657 
Certified, File No. E 165657 


IP68, NEMA 6P 
-50?C to 90?C (UL), 
-34?C to 90?C (CSA) 


Receptacles with 12" Pigtail Leads 


Receptacle 


1.13" REF: 
28,70 mm 
ACROSS FLATS 






ет 
24 mm 


1/2"-14 М 
s 


VITON "O" RING 











= 


POLES FACE VIEW WIRING MALE FEMALE 
MALE CODE STRAIGHT STRAIGHT 


° 
© 


1-ORANGE 

2-BLUE 

3-BLACK 52605 
4-WHITE 

5-RED 

6-GREEN 

1-WHT. BLK. TR. 

2 BLACK 

3 WHITE | ТШ 
4-КЕ 52805 
5-ОКАМСЕ 

6-BLUE 

7-GREEN 


1-ОКАМСЕ 

2 -BLUE 
3-WHT.-BLK. TR. 
4-BLACK 
5-WHITE 

6-RED 

7-ОКЕЕМ 
8-RED-BLK. TR. 


Product Options: Stainless Steel Hardware can be specified - add “SS” after Catalog Number; to specify 18 AWG Wire, 
add ^-18" after the Catalog Number. 


Consult the factory for custom wire lengths and a full range of wire management product accessories. 








Product Specifications 


Materials: 


Insert Material: 
Contact: 
Sleeve: 

Shell: 

Wire: 

"O" Ring: 
Lock Nut: 


Electrical: 
Voltage Rating: 


Contact Resistance: 


Certification: 


Environmental: 
Protection: 
Operating Temp. 


Nitrile Rubber 
Brass, Gold Plated over Nickel 
Stainless Steel 


Machined Aluminum, Black Anodized (stainless steel available) 
#16 AWG/600 Volts 26 x #30 Stranding 


Viton Receptacle 
Plated Steel (not pictured) 1.60" 
40,64 mm 
1"1/8-UN-2A E 
600 VAC к, 








<5mQ 





UL Recognized, File No. E 165657 





Certified, File No. E 165657 1.25: REF. — 


31,75 mm 
ACROSS FLATS X ЕИ 


VITON "O" RING 
IP68, NEMA 6P 


-50°C to 90°C (UL), -34°C to 90°C (CSA) 


Receptacles with 12” Pigtail Leads 


WIRING MALE FEMALE 
CODE STRAIGHT STRAIGHT 


1-ORANGE 
2-BLUE 
3-RED-BLK. TR. 
4-GREEN-BLK. TR 
5-WHITE 

6-RED 

7-GREEN 
8-WHITE-BLK.TR. 
9-BLACK 


1-ORANGE 
2-BLUE 
3-WHT.-BLK.TR. 
4-RED-BLK TR. 
5-GREEN-BLK. TR. 
6-ORG.-BLK. TR. 
7-RED 

8-GREEN 
9-BLACK 
10-WHITE 


1-ORANGE 
2-BLUE 
З-МУНТ.-ВІК. ТК. 
4-RED-BLK TR. 
5-GREEN-BLK. TR. 
6- ОКС.-ВІК. ТК. 
7-BLUE-BLK.TR. 
8-BLK.-WHT.TR. 
9-GREEN 

10-RED 
11-WHITE 
12-BLACK 


Product Options: Stainless Steel Hardware can be specified - add “SS” after Catalog Number, to specify 18 AWG Wire 
add ^-18" after Catalog Numner 


Consult the factory for custom wire lengths and a full range of wire management product accessories. 





өт» 





Closure Caps for Adapter for Joining 


Plugs and Receptacles Iwo Cable Assemblies 
40" 
10,16 тт À جر‎ - 





152,4 тт 


2 10 6 Роје 56-0426 
6 to 8 Pole 56-0466 
9 to 12 Pole 56-0496 





e" > 


152,4 тт 675" 
17,15 mm 
Plugs Receptacles 
2,3,4,5 or 6 Pole 75-0085 75-0086 
6,7 ог 8 Роје 75-0102 75-0103 
9,10 ог 12 Роје 75-0104 75-0105 


Also available in Stainless Steel 


Wire Management Accessories 
Strain Relief Cord Grips 


Available in standard sizes (1/47 through 37, Remke Cord Grips are produced in aluminum, nylon, 
steel and stainless steel to provide maximum sealing and support for cord terminations. Custom designs 


are available, including designs with metric threads and other special features. Inquire of your Remke 
Representative or Distributor. 


Choose from hundreds of strain relief and cable support products manufactured by Remke, such as 
Cord Grip, Wide Range Grips and Bus Drop Grips, illustrated below. 


Cord Grips 




















































5225 
WWW 


=> 
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Product Overview 


The Mini-Port distribution boxes from Remke are 


designed to consolidate and reduce the cabling required 


in control system wiring. These devices eliminate the 

need for junction boxes with their associated cumber- 
some and time consuming hardwiring on equipment. 

A single cable or cable/connector connection is made 
versus up to 8 individual cables going into the control 
system cabinet. I/O connections become quick 

and concise. 


Typical Applications 


e Automotive assembly 


• Robotics 


Packaging machinery 


Conveyors 


Material handling equipment 


Automated machinery 








Specifications Electrical: 


. Voltage Rating: 600 VAC 
Materials: Cota ed <5тО 
Contact Carrier: Nitrile Rubber Current Rating: 7 amps per Unit 
Contacts: Brass, Gold Plated over Nickel Environmental: 
Sleeve: Stainless Steel Protection: IP68, NEMA 6P 
Port Shell: Anodized Aluminum Operating Temp: -50°C to 90°C (UL) 
Housing: Polyester -34°C to 90°C (CRU) 
Label Materials: Polyester Certifications: 
Pending 





Dimensions 





[4———— — — 3.86" 


== 2.70" 


8 
Outlet 





.26" DIA. 





(Box height for all sizes - 1.37” / 34.80mm) Ead E. — 


NuEROEPOUS || | м l7 sr 
Description 3 Pole Parallel Wired with 3 Pole Parallel Wired with 3 Pole Parallel Wired with 
Connector Feed Connector Feed Connector Feed 


Catalog Number мо 350602 | 3400003 


лан 3 Pole Parallel Wired with 3 Pole Parallel Wired with 3 Pole Parallel Wired with 
Cable Feed Cable Feed Cable Feed 


(5м) ТТТ В 


| . 3400008. 
(10M) س‎ _ 3400009 


Catalog Number 





Feed Connector 
Pinout 


1 = White / Common (L1) 1 = Orange / LOAD J2 (L2) 1 = Orange / LOAD J2 (L2) 
2 = Red / LOAD J1 (L2) 2 = Blue / LOAD J4 (L2) 2 = Blue/ LOAD J4 (L2) 
3 = Green Ground 3 = Wht./Bik. Tr. / LOAD J5 (L2) 3 = Wht./Blk. Tr. / LOAD |5 (L2) 
4 = Orange / LOAD J2 (L2) | 4 = Black / LOAD J3 (12) 4 = Red/Blk. Tr. / LOAD J6 (L2) 
5 = Black / LOAD J3 (L2) 5 = White / Common (L1) 5 = Green/Blk. Tr. / LOAD J7 (L2) 
6 = Blue / LOAD ЈА (12) 6 - Red/ LOAD J1 (L2) 6 = Orange/Blk. Tr. / LOAD J8 (L2) 
> 7 = Green / Ground 7 = Red / LOAD J1 (L2) 
р 8 = Red/Blk. Tr. / LOAD J6 (12) 8 = Green / Ground 
9 = Black / LOAD J3 (L2) 
10 = White / Common (L1) 


| ColorCode/Function | Color Code/Function Î Color Code/Function 


Consult factory for special configurations. 


J1 


J 


J1 


4 Outlet Wiring Schematic 


P0S. 1 GROUND 
POS. 2 LOAD (L2) 


POS. 3 COMMON (L1) 


POS. 1 GROUND 
3 POS. 2 LOAD (L2) 


POS. 3 COMMON (L1) 


POS. 1 GROUND 
POS. 2 LOAD (L2) 


POS. 3 COMMON (L1) 


93 


POS. 1 GROUND 
POS. 2 LOAD (L2) 


POS. 3 COMMON (L1) 


45 


POS. 1 GROUND 
POS. 2 LOAD (L2) 
POS. 3 COMMON (L1) 


6 Outlet Wiring Schematic 


й Уа НА 


(z1) sr ayoq 


(21) er avo1 


ампочЭ 


(11) NOWINOO 


(21) 2 ОМОТ 


(21) % 0701 


(21) ІГ 0У01 


aunog9 


(11) NOWWINOO 


(z1) zr ayoq 





(21) РГ ПОЛ 


У18/039 


(21) 97 0701 


POS. 1 GROUND 


POS. 1 GROUND 
POS. 2 LOAD (L2) | 42 


POS. 3 COMMON (L1) 


POS. 1 GROUND 
J1 POS. 2 LOAD (L2) 


POS. 3 COMMON (L1) 


POS. 2 LOAD (L2) | 44 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
J3 POS. 2 LOAD (L2) 


POS. 3 COMMON (L1) 


POS. 1 GROUND 
J POS. 2 LOAD (L2) 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
POS. 2 LOAD (L2) J2 


POS. 3 COMMON (L1) 
POS. 1 GROUND 


J7 POS. 2 LOAD (L2) 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
POS. 2 LOAD (L2) J4 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
POS. 2 LOAD (L2) J6 
POS. 3 COMMON (L1) 





8 Outlet Wiring Schematic 


B X18/NH9 


(21) 27 ОМОЛ 


(z1) er ayoq 
(21) ІГ 0У01 


ампон9 
(11) NOIWINOO 


(21) 2Г 101 
(21) УГ 9907 


| 


й 18/980 


(21) 9Г 0У01 


POS. 1 GROUND 
POS. 2 LOAD (L2) | 42 
POS. 3 COMMON (L1) 


POS. 1 GROUND 
POS. 2 LOAD (L2) J4 
POS. 3 COMMON (L1) 
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